
FF-06
! Low Tan d
! High DV/DT
! Low ESR
! Low self inductance

TYPICAL APPLICATIONS CONSTRUCTION

Can be used in general 
purpose RC networks across 
diodes ,SCR’s,MOSFETS, as 
noise suppressors in switching 
circuits,electronic ballasts 

Polypropylene film 
as dielectric

Aluminium foil 
as electrodes

End connection

TECHNICAL SPECIFICATIONS
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Dielectric material Polypropylene film
Electrode material Aluminium foil
Winding construction Non-inductive, extended 

foil,impregnated
Lead material Tinned copper wire
Enclosure Preformed plastic case 

with  thermosetting resin 

fill.
Rated voltage VDC 630  1000  2000  3000
Capacitance range 0.022mF to  2.0mF
Capacitance Tol. ±5%(J); ±10%(K);±20%(M)
Test voltage Between terminals

2.5 x rated voltage VDC for 2sec.
2 x rated voltage VDC for 2 sec for 

3000 VDC rated capacitors
O OTemperature range -25 C to +85 C

OInsulation resistance Measured at +25 C,500VDC , 60 S
C ² 0.33mF : ³ 50,000M W
C >0.33mF : ³ 10,000 Sec

ODissipation factor Tan d ² 0.001at 1 Khz and 25 C

Maximum pulse rise time Length of 
capacitor(mm)

23.0
34.0
41.0
55.0

DV/DT 
(V/mS)
3000
1500
1000
500

MARKING ON CAPACITOR

Alcon logo and name; capacitor type(FF-06); capacitance value 
and tolerance; voltage rating and manufacturing date code

Polypropylene Film-Foil Capacitors

Registered by UL to ISO9001

ALCON
ELECTRONICS
PRIVATE LIMITED



L±1

d

30-40

ØD±0.5

D=0.8 upto ¯D = 19.5
D=1.0 upto ¯D = 22.5
D=1.2 for ¯D = 25.5,31.5 Dimensions are in mm

FF-06
DIMENSIONS

STANDARD CAPACITOR VALUES

Working 
voltage

Capacitance 
(Nominal)

MFD

Can size( Max.)
D x L (mm)

630 VDC 12.5 x 23

15.5 x 23

15.5 x 23

17.5 x 34

17.5 x 34

19.5 x 42

19.5 x 42

22.5 x 55

22.5 x 55

31.5 x 55

0.047

0.068

0.10

0.15

0.22

0.33

0.47

0.68

1.00

1.5

2.0 31.5 x 55

1000 VDC

0.047

0.068

0.10

0.15

0.22

0.33

0.47

0.68

1.00

1.5

2.0

0.033 12.5 x 23

15.5 x 23

15.5 x 23

17.5 x 34

17.5 x 34

19.5 x 42

19.5 x 42

22.5 x 55

25.5 x 55

31.5 x 55

31.5 x 55

12.5 x 23

Working 
voltage

Capacitance 
(Nominal)

MFD

Can size( Max.)
D x L (mm)

2000VDC 12.5 x 23

15.5 x 23

15.5 x 23

15.5 x 23

17.5 x 34

17.5 x 34

17.5 x 34

19.5 x 55

19.5 x 55

25.5 x 55

0.01

0.015

0.022

0.033

0.047

0.068

0.10

0.15

0.22

0.33

0.47 31.5 x 55

3000VDC

0.047

0.068

0.10

0.15

0.22

0.33

0.033

15.5 x 23

17.5 x 34

19.5 x 42

19.5 x 42

22.5 x 55

31.5 x 55

0.022

19.5 x 55

19.5 x 55

The specifications shown in this catalogue pertain to the current manufacturing range of the company.The Company reserves the right to change and/or modify any part of 
or the specifications as a result of research and development and as may be deemed necessary, without prior notice. 
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ALCON
ELECTRONICS
PRIVATE LIMITED

  

Custom designed capacitors are available on request A6765 ISO9001
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